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DATE: TITLE: A REVISED INSULATOR COLOR 3/28/13
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[0.80] —~”——.020 [0.50] | [1.20] [2.00] ADAM P/N Socket Height (H) DIM. (X) Mating Height (Y)
‘ - BB8—PO-XXX—-G—4.60—PP-T/R| .146 [3.70 .181 [4.60 .197 [5.00,
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| i N _~ l [6.40] BB8—PO—XXX—G—6.60—PP-T/R 146 [3.70] .260 [6.60] .276 [7.00]
m[ﬂDHDHDHHDWDHDDHDHHDHDHDDDHDDHHHiﬂDHDHDHDHDHDDHDHHHHHHV@UUUHUHUHU[H_ BBB—PO—XXX_G—7.60-PP—T/R | 146 [5.70] 299 [7.60] 315 [8.00]
.031 i ['2038] BBE—PO—XXX—G—4.60—PP—T/R| 303 [7.70] 181 [4.60] 354 [9.00]
“ [0.80] ) BB8—PO—XXX—G—5.60—PP—T/R .303 [7.70] .220 [5.60] .394 [10.00
I A BB8—PO-XXX—-G—6.60—PP-T/R|  .303 [7.70] .260 [6.60] .433 [11.00
f B BB8—PO—-XXX—G—7.60—PP-T/R |  .303 [7.70] .299 [7.60] .472 [12.00]
BBB—PO—-XXX—G—4.60—PP-T/R| .461 [11.70] .181 [4.60] .512 [13.00]
RECOMMENDED PCB LAYOUT BB8—PO—-XXX—G—5.60—PP-T/R| .461 [11.70] .220 [5.60] .551 [14.00]
BB8—PO—-XXX—G—6.60—PP-T/R | .461 [11.70] .260 [6.60] .591 [15.00]
BB8—PO—-XXX—G—7.60—PP-T/R [ .461 [11.70] .299 [7.60] .630 [16.00]
SPECIFICATIONS: Mated with: BBB—SO—XXX—G—X.XX—PP—T/R
Material:
e . A = .031 [0.80] x No. of Spaces
Insulator: H|—temp‘thermoplqstlc, rated UL 94V-0 B = .031 [0.80] x (No. of Positions per row) + .228 [5.80]
Insulator color: White C = .031 [0.80] x (No. of Positions per row) + .165 [4.20]
Contacts: Copper Alloy
Plating: UNLESS OTHERWISE SPECIFIED
Gold flash over Nickel underplate overall ALL DIMENSIONS ARE INCHES [MM]
Electrical: TC‘)NL(E;E/EECES: EXCEPT HASLENSOTED E IAB
Current rating: 0.5 Amps max. X .10 X £.10
Contact resistance: 30 mohms max @DC 100mA iix ig%g g?ix jgg —
Insulation resistance: 500 Mohms min. - - - -
Dielectric withstanding voltage: 500 VAC for 1 minute JDPROVALS DATE 034 [080] BOARD TO BOARD PLUG
Temperature Rating: DRAWN AY 11/7/12 SMT TYPE, GOLD PLATED
Operating temperature: —45°C to +125°C SIZE JPART NO. REV.
Environmental: COMPLIANT CHECKED EH 11/7/12 X BBB-PO-XXX-G-X XX-PP-T/IR A
Lead free, RoHS compliant APPROVED REr S0008T e W [ oveer 1 or
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