6 5 4 3 | 2 | 1

Rev | AWO # Description Date Appr
APPROVED: - RELEASED 01/09/12
DATE: TITLE:
154
[3-90}|\ 1.250 [31.75]
= 189 [4.80] 1.250
mogg}» ~—.700 [17.78] — 7322 700 [17.78]
v - - 028 050 .024 [0.60]— H a[?ws 905]—— ——.050 2)4207 (1.02]
[0.70] 1T 77 Aj[w.zﬂ [¢_o5} 4 i‘ il I i
.300 016 1.30 1Ll
— — 191
[7.65] [0.40] :
173 ITI + ||||||||||||||||||||||||||| [}O;g] L [4.86]
=~ [4.40] O H A H AR HEH I K HHHH . ‘ N
\ - 102
SECTION A—A 3 53 [Q_GOJJT 037 j'I)
173 UU UUUUUUUUU L“J 7 @l[@ 90] .102 [0.80]7| T
[4.40] ] i : [2.60] 189
033 [0.84]—[— 050 [1. 27} 020 | | [4.80]
M - 625 [15.875]—l=—.625 [15.875]—|  [0.50] »[52;% 1.492 [37.89]
1.316 [33.43) :
35' RECOMMENDED PCB LAYOUT
N .003
— i ~—.191 [4.85]— | Fo.oa}l_.
[1.95] N —F—71 ‘ P
SECTION B-B — - ['20% o || 168
- | : [1.23] | BT :
65 = N = == B T . ¢\ 7
[1.90] 1
| / 492 [37.89] ——-240 [6.10]— ? J 2
.094 .921 [48.80] VIEW X .003
{ [2.40] 971 [50.07] [0.08] VIEW Y
. V 200 079
30 |
/ : Signul Segment Power Segment
AN . mSi A Tﬁe Pin1N0 Jye
w 2g7 At 7
360 ~ L
_ 9.15][7:55] i 1o\
sooce Gl L SEESpss S
SPECIFICATIONS: :%Lﬁ;'ﬁg_ —h
Material: %9 At Py T V5 |
Insulator: LCP, glass reinforced, rated UL 94V—-0 S10 | A 0 | _GND
Insulator color: Black —o).475 [12.065]l=l—.125 [3.175] ; GND 1 DA%E
Contacts: Brass i Bt ¥
Harpoon: Phosphor Bronze V

Plating:

30u” Gold over Nickel underplate in contact area,

Tin over Copper underplate on tails UNLESS OTHERWISE SPECIFIED 7

Electrical: ALL DIMENSIONS ARE INCHES [MM] 7 ‘ETAB

Current ering: 1-5 AmPS max T?hEEAE';CES: EXCEPT F?SLE'\ISOTED M‘eta‘bee(Chengdu)‘[ecl“mologyco.‘Ltd.

Contact resistance: 30 mohms max X .10 X .10 Tel: +8615926241606 E-mail: Sales@metabeeal.com

Insulation resistance: 1,000 Mohms min @ 500 VDC g i-gfg g§§x i-g}g —

Dielectric withstanding voltage: 500 VAC for 1 minute P PROVALS - T SATA CONNECTOR, 7P +15P + 7P, SMT TYPE,

Temperature Rating: "

Operating temperature: 0C to +55°C DRAWN ™ 01/09/12 MALE, 30 u" GOLD PLATED, REVERSE TYPE

Environmental: SIZE [PART NO. REV.

Lead free, RoHS compliant RoHS CHECKED al SACAL X SATA-A12-PM-SMT-P-30-R -

Recommended soldering temp: 260°C for 5 seconds COMPLIANT APPROVED REF: 5000781 [Scae: NS | SHEET 1 OF 1
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